
 

  BLOMBERGER HOLZINDUSTRIE GMBH  
                       32817 Blomberg – Deutschland – Postfach 11 53 – Tel.: +49 (0) 5235 / 966-0 – Fax: +49 (0) 5235 / 966-351 

 w w w . d e l i g n i t . c o m  

Status: 01/2026 

PRODUCT DATA SHEET 
 

Delignit® Industrial floor Professional DIF 2.0 / Premium DIF 2.0 

 
Carrier plate   Construction veneer plywood according to EN 636-2 for use as a load-bearing building material indoors acc. to 
   CE 0765-CPR-0420 Blomberger Holzindustrie GmbH, EN 13986, EN 636-2 E05 (flame retardant)  
   CE 0765-CPR-0415 Blomberger Holzindustrie GmbH, EN 13986, EN 636-2 E05 (normally flammable) 
 
Fire protection:  
   

    

 

 
Surface:   Top side:    Optical veneer quality II in accordance with EN 635-2 with a conductive special film coating 

Dissipative capacity:    System resistance in accordance with DIN EN 61340-4-5 / DIN EN 61340-5-1; 106 to 109 Ω in    
  accordance with DIN IEC 61340-4-1 in conjunction with Delignit®-DIF fastening technology for earthing.  
  Person - footwear - industrial floor plate - earthed point 

Abrasion resistance:    Abrasion-resistant film coating in accordance with AC according to 3 EN 13329  
Slip resistance:    slip-resistant R9 according to DIN 51130 / BGR 181 slip resistance according to Schuster. 

Back:    Colourless transparent synthetic resin coating optical veneer quality III / EN 635-2 

Edges:   2 x 45° bevel, colourless transparent base coat as splash water protection, no protection against waterlogging 

Wood species: Beech, Brinell hardness HB = 34 N/mm², clearly superior to other woods such as birch (HB = 24N/mm²) in terms of strength, hardness 
and wear resistance. 

Gluing:   In accordance to EN 314-2 (class 3) gluing suitable for damp areas and protected outdoor areas. 

Silicone-free:   We have taken precautions to ensure that the boards do not come into contact with silicone and therefore do not emit silicone. 

Format:  2.500 x 1.500 mm, thickness: 15 / 20 / 30 mm. Other thicknesses and formats on request. 

Machining:   Ready-to-install, CNC processing according to drawing at an extra charge, based on a processable dxf file. 
Tolerances: Thickness: According to EN 315, Machining tolerance: Based on DIN ISO 2768-1(medium) deviating from the standard Minimum 

tolerance +/-1 mm 

Quality assurance: Quality control, quality, tolerances and technical data according to EN 13986:2004. Formaldehyde emission class E05-2020 
(corresponds to the regulations of the Chemicals Prohibition Ordinance). CARB P2 ULEF/TSCA Title VI ULEF certified, 
CALIFORNIA AIR RESOURCES BOARD EXECUTIVE ORDER N-20-428 Ultra-low-emitting Formaldehyd Resins under selection 
93120,3 title. 

Delignit®  Influence on GWP (global warming potential) of -21 kg CO2 Aq. / m2 Delignit® Industrial Flooring Professional DIF 2.0 (20 mm)* 
Sustainability:  By using Delignit® industrial floor professional DIF 2.0, you actively contribute to CO2- storage by binding  
 biogenic carbon over the entire life cycle of the products. For a project of approx. 1,000 m2 you bind approx. 21 tonnes of CO2.  
 *(Own calculation based on EPD-VHI-20211099-IBG1-EN (Module A1+A2+A3)) 

 Professional DIF 2.0 Premium DIF 2.0 

Carrier plate Flame returdant,  
B - s1 - d0 acc. to DIN EN 13501-1 

normally flammable, 
D – s2 – d0 acc. to DIN EN 13501-1 

Surface Fame returdant, 
Bfl - s1 ac. to DIN EN 13501-1 

Flame returdant,  
Cfl - s1 acc. to DIN EN 13501-1 


